
The fully adjustable 

touchscreen monitor 

enables limitless position-

ing easily accommodating 

your visual and ergonomic 

needs.

Locking computer de-

partment protects your 

notebook from spills.

The near-silent performance 

of the one-touch lift raises 

and lowers the work surface.

A new revolution in
med dispensing.
Enhance workfl ow and effi ciency by teaming the HI-Paradigm cart 

with the HI-Pinnacle or HI-Med cart. Thanks to our innovatively de-

signed, interchangeable drawer system you can prepare and safely 

store patient medication in either the HI-Med or HI-Pinnacle and, 

when ready for a med pass, simply switch the drawers over to your 

HI-Paradigm for easy transport to patient rooms. Med dispensing 

made simple — that’s just part of the Howard Advantage!

Experience the Howard advantage.

System Highlights

• Slide-out keyboard tray

• Height adjustable work surface 

 (46.75” max., 38” min.) 

• Work surface area measuring approximately 

 2 sq. feet

• Graphical at-a-glance on screen drawer status

• Locking notebook compartment

• Interchangeable patient bin cassettes with

 HI-Med, HI-Pinnacle and transfer carts

Buy online at www.Howard-Medical.com or call us at 877.856.6441.

Carts - Howard Medical’s HI-Paradigm



Experience the Howard advantage.

About Us
Founded in 1998, Howard Medical is a division of Howard Industries, 
Inc., a billion dollar, privately held corporation that was established in 
1968. We design and manufacture specialized hardware solutions that 
enable healthcare personnel to focus on patient care with confidence 
and fewer medical errors – Howard Medical provides tomorrow’s 
technology today!

Warranty & Support
Each HI-Paradigm cart comes with a Standard 3-year limited warranty; 
however, depending on your individual needs, we offer several other 
warranty upgrade options for you to choose from including: 3-year 
extended warranty, 3-year complete warranty.

Choose a mixture of 1 and 2 tier options below to make
up 3 tiers of storage.

An optional Bulk Storage Drawer is also available as an add-on.

Q:	 Is the HI-Paradigm hard to clean?
A:	� No. Hard external surfaces make the HI-Paradigm extremely easy 

to clean and maintain using a variation of bleach, water, and mild 
commercial abrasives. 

Q:	 Will I be able to integrate future hardware on the HI-Paradigm?
A:	� Yes. We realized the need to easily upgrade in the future, so we 

have engineered technology to assist you in upgrading as needed.

Q:	 Can I get my carts in a color of my choice?
A:	� Yes. Since color plays an important role in cart configuration, we 

have designed our entire cart family with several accent colors for 
you to choose from. (See below.)
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PC compartment  
(under work surface) 16”W x 16.5”D x 1.88”H

Work surface area 2ft² approx

Work surface height 38” to 46.75” adjustable
8.75” stroke

Footprint (base) 17.25” wide x 20”deep C-C

Keyboard tray 18”W x 7.25”D x 1.85”H

Mouse surface 6.38”W x 7”D
Positionable to right or left sides

Monitor mount
(adjustable)

75mm & 100mm VESA
up to 15 lb flat panel or all-in-one

Storage volume 1,230 cu. in. standard
2,055 cu. in. with optional bulk storage drawer
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Input Ratings

Voltage 120VAC, 60Hz

Current 3A max

Fuse1

4.0A slow blow, 5mm dia. x 20mm L, 250VAC 
double-fused (hot and neutral) [AC Inlet]
20A fast acting, ATC, 12.54mm x 19.14mm x 
5.12mm [Battery] 
10A fast acting, 1.25” x .25” cartridge [Battery] 

Ground2 Earthing termination supplied via power cord

Output Ratings: Inverter

Voltage 120VAC, 60Hz

Power3 120W continuous 
240W for 5 sec.

Type True sine wave

Ground2 Earthing termination supplied via power cord

Battery Ratings

Type Maintenance-free, deep cycle, Absorptive Glass 
Mat (AGM)

Ratings 12V 40Ah

Chemistry Sealed lead acid (SLA)
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Temperature (ambient) 41°F - 104°F (5°C - 40°C)

Humidity 0 – 95% (non-condensing)

Cooling
Free-air convection
Note: do not block or obstruct vents on cart 
body or base.

Water & dust resistance IPX0

Noise level 30dBA

Flame rating Minimum UL recognized 94V-2 
Typical 94V-1

For continued protection, replace fuse with same type and rating only.1.	
Maintain safety by using only hospital-grade AC cord (green dot) in suit-2.	

able grounded hospital-grade AC outlets. If in  doubt of the integrity of an 
electrical outlet, operate the product on its internal power supply.

Many computers and devices have significantly higher startup power re-3.	
quirements than their long-term (average) power consumption. The internal 
power system is designed to handle startup loads up to 2x the rated power 
(240W) for a maximum period of 5 seconds and a duty cycle up to 3%. For 
best performance, we recommend using equipment with a total power 
consumption of less than 100 watts.

Bins / Drawers Tiers Size

2 patient bins 1 (2) 8.25” bins

3 patient bins 1 (3) 5.5” bins

4 patient bins 2 (4) 8.25” bins

5 patient bins 2 (3) 5.5” bins / (2) 8.25” bins

6 patient bins 2 (6) 5.5” bins

1 storage drawer 1 (1) 3” drawer

1 storage drawer 2 (1) 6” drawer

Optional accent colors

PMS
287

PMS
360

Cool
Gray 7

SpecificationsDrawer Configurations

FAQs
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